


valmont
20’ TO 28’ ROUND TAPERED STRUCX

4-BOLT ANCHOR BASE POLES
ANCHOR BASE AND BOLT DETAIL

POLE DIAMETER BOLT CIRCLE BOLT PROJECTION CONDUIT OPENING
5" 7-1/2"-9-1/2" 3-1/4" 3/4" x17" 4-1/2" 9-1/4"
6" 8-3/4"-10-1/4" 3-1/2" 3/4" x17" 5-1/2" 10-1/4"
7" 10”-11”" 4-1/8" 17 x36" 6-1/2" 11-3/16"
8” 17-12" 4-1/8" 17 x36" 7-1/2" 12"
10” 14"-1/2" 4-3/4" 17 x36" 9-1/2" 13"
*10” 14"-1/2" 5-1/4" 1-1/4" x42" 9-1/2" 14"

*0.250" Wall or Larger
10" Base Bolt Circles Have + Tolerances.
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DIMENSIONAL AND LOAD DATA

TYPICAL WEIGHT AND ALLOWABLE SIZE OF LUMINAIRES* DIMENSIONS OF POLES

NOMINAL TYPICAL EFFECTIVE PROJECTED AREA IN SQUARE FEET AT: :;
MOUNTING LUMINAIRE mmm POLE MODEL e
HEIGHT WEIGHT (LBS.) | MPH MPH HEIGHT NUMBER** H
20 150 7.1 4.6 2.9 1.9 1.2 19'8” 5" 125" | 1908 - 3050474 ?f)
20 150 9.8 6.6 4.6 3.2 2.2 19'8” 3' 5" 156" | 1908 - 3050574 g
20’ 150 12.5 8.7 6.1 4.5 3.3 19'8” 3 5" .188” | 1908 - 30506T4 1;
20’ 150 15.9 11.3 8.4 6.6 52 19'8” 4’ 6" 156" | 1908 - 4060574 S
20 150 19.9 14.4 10.8 8.5 6.8 19'8” 4 6" .188” | 1908 - 4060674 |2
20’ 150 23.9 17.6 134 10.6 8.6 19'8” 4 7" 156" | 1908 - 40705T4 “%
23’ 150 11.8 8.0 5.6 4.4 3.3 22'8" 4 6" 156" | 2208 - 40605T4 %
23’ 150 14.2 10.6 7.8 6.0 4.7 22'8” 4 6" .188” | 2208 - 40606T4 |¢&
23’ 150 17.7 13.4 10.0 7.8 6.2 22'8" 4’ 7" 156" | 2208 - 4070574 i
23’ 150 26.5 19.5 15.1 11.9 9.5 22'8" 4.5 8” 156" | 2208 - 4580574 %
23’ 150 32.8 24.4 18.8 15.1 12.1 22'8" 4.5 8” .188” | 2208 - 4580674 §
25’ 150 9.5 6.2 4.2 3.1 2.4 24'8" 4 6" 156" [+2408 - 40605T4 ‘5
25’ 150 12.7 8.6 6.1 4.6 3.5 24'8" 4 6" .188" | 2408 - 4060674 | §
25’ 150 15.8 11.2 8.2 6.4 4.9 24'8" 4 7" 156" | 2408 - 4070574 g
25’ 150 22.8 16.7 12.8 10.0 8.0 24'8" 4.5 8” 156" | 2408 - 45805T4 |3
25 150 28.5 21.2 16.2 12.8 10.4 24'8" 4.5 8” .188” | 2408 - 4580674 ‘é
28’ 150 12.0 8.1 5.8 4.2 3.3 27'8" 4 7" 156" (+2708 - 40705T4 |3
28’ 150 18.2 13.1 9.9 7.6 6.0 27'8" 4.5 8” 156" | 2708 - 45805T4 §
28’ 150 23.2 16.9 12.9 10.1 8.0 27'8" 4.5 8” 188" | 2708 - 4580674 |5
28’ 150 32.6 24.1 18.6 14.7 11.8 27'8" 4.5 8” 250" | 2708 - 4580874 |3
28’ 200 41.6 31.3 24.2 19.2 15.3 27'8" 6| 10" | .188” | 2708 -60106T4 %
28’ 300 56.2 42.6 33.2 26.4 21.2 27'8" 6 | 10" | .250" | 2708-60108T4 |x

SEE SECTIONS 8 AND 9 FOR MOUNTING ARMS ON POLES.

* EPA calculations are based on a 1.3 Gust Factor. Variations from sizes listed above, available upon inquiry at the factory. Satisfactory performance of lighting poles is dependent upon the pole
being properly attached to a supporting foundation of adequate design. Valmont does not design or offer recommendations for foundations.

*+ Model number does not include mounting options or finish designation.

+ Pole includes factory installed vibration c?cmpener.
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