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CITY QUARTZ ALUMINUM
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8’ TO 25’ ROUND TAPERED
8 SHARP FLUTE “8S” SERIES

SPECIFICATIONS

Pole: Fluted poles are formed from spun tapered seamless 6063 alloy aluminum tubes with a constant linear
taper of 0.14"/#. Shaft is polished with fine grain aluminum oxide cloth, resulting in a high quality, circumferential
satin-brushed surface.

Fluting Process: The poles are cold rolled over a precision hardened

Flute steel mandrel to form the fluted shape indicated. The fluted shaft has uniform
ngse;n doric flutes. The flutes are formed with rollers in full contact with the material

from the top of the crest, through the valley of the flute, to the top of the
next crest. The termination of the flutes is no greater than 1-1/2” radii fransition
info the round section of the pole. Flutes are stopped 18" above the bottom
of the shaft to provide a smooth interface surface for the anchor base and
"BCAS" base assemblies.

Anchor Base: Anchor base is cast from A356 alloy aluminum. The
anchor base casting and shaft are joined by a continuous circumferential
weld at the inside bottom of the anchor base. The completed assembly is
heat-treated to a Té temper after all structural welding is completed.

Flush Handhole: A peripherally reinforced flush covered handhole centered 12" above the bottom of the pole is
provided. The opening in the 6” diameter pole is 3" x 5”. In the 7" and 8" diameter pole, 4" x 6”. The handhole
is welded tangent fo the shaft and both are polished at the same time with fine grain aluminum oxide cloths.

Fixture Mounting: The fop of the pole is customized according to the luminaire mounting requirement: a
special “PQ" tenon design to support pole fop assemblies; two luminaire mounting tenon possibilities; or a non-
fluted top section providing a smooth side-mount luminaire arm mounting.

Pole Top Cap: A removable cap is provided in conjunction with drilled shafts for direct loteral luminaire arm attachment.

Anchor Bolt: Anchor bolts are fabricated from carbon steel bar conforming to the requirements of ASTM
F1554 Grade 55. The upper 12" of the bolts are hot dip galvanized per ASTM A153. Each anchor bolt
is supplied with two hex nuts and two flat washers.

Electrical Ground Connector: To fucilitate grounding connection, a tapped hole is drilled info the botiom plate
of the casting. The hole is accessible from the access door and is sized for a 3/8” bolt with standard threads.

Lr Finish: The finish for the pole is polyester powder applied coating in accordance with Valmont Industries'
p poly p pp 9
Specifications.
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1/4'-20 x 1/2" LONG.

Optional Hinged
Base Cover

The contemporary smooth
designed hinged base cover is cast

from aluminum and available in 6” ‘/ZE‘TSEEEE‘U [
and 7” base O.D. poles with a ‘
maximum height of 20". Specific
base and anchor dimensions are =0 sur
available in Section A5 of the

Valmont Aluminum Catalog.
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Flush Reinforced
Handhole

The handhole welded tangent
to the shaft is polished with
fine grain aluminum oxide cloths
at the same time as the shaft
offering a unique flush design.

Anchor Base Detail

Minimum Maximum
/_I Bolt Circle

Bolt Circle

POLE BASE DIMENSIONS (st DETAIL) C N
DIA. :Telh) BASE CONDUIT BASE BOLT :Telh)
(IN) CIRCLE SQUARE OPENING THK. SIZE PROJECT.
6" 8-3/4" - 10-1/4"| 10-1/4" | 5-1/2" 3/4” 3/4" x 17" x 3" 3-1/2" quse Conduit
quare
7" 9-7/8" -11-1/4"| 10-5/8" | 6-1/2" 1" 1" x 36" x 3" 4-1/8"
8” 117 -12-1/8" 11-5/8" | 7-1/2" 1" 1" x 36" x 3" 4-1/8"
Handhole
Casting

CATALOG NUMBER ®

MAX
WEIGHT
(LBS)

WEIGHT
(Y]

WEIGHT
(LBS)

8 | CQA-6-85-5-(FL)-080-(M)-{F)-(O) 600 | 488 | 156" | © | 232 | 120 | 182 | 120 | 148 | 120
10 | CQA-6-85-5-(FL)-100-(M)-(F)-{O) 6.00 | 460 [ .1s5¢" |CrowpAl 198 T 120 | 155 | 120 | 125 | 120
12 | CQA-6-85-5-(FL)-120-(M)-(F)-(O) 600 | 432 | .156" 3“; sRFLZi 135 | 120 | 106 | 120 | 85 | 120
14 | CQA-685-5-(FL)-140-(M)-(F)}-(O) 600 | 404 | 156" | e[ 115 | 120 9 120 | 72 | 120
6] CQA-6-85-5-(FL1-160-(M)-(F)-(O) | . 600 | 376 | 156" | PAL | 98 | 120 | 74 | 120 | 58 | 120 |
16 CQA-7-85-5-(FL)-160-(M)-(F)-(O) 700 | 4.76 156" | PA2 14.4 120 11.2 120 9 120
18 | CQA-7-85-5-(FL)-180-(M)-(F)}-(O) 700 | 448 | 156" m; 125 | 120 | 96 | 120 | 77 | 120
.20 | CQA-7-85-5-(FL}-200-(M)-(F)-(O) | . 700 | 420 | 156" | cwr |.107 | 120 | 8..1.120 | 64 | 120 |
20 | CQA-8-85-6-(FL)-200-(M)-(F)(O) 800 | 520 | 188" | cH2 | 192 120 15 120 2 20
25 | CQA-8-85-6-(FL)-250-(M)-(F)-(O) 800 | 450 | 188" | VS1 [ 137 | 120 | 107 | 120 | 84 | 120
16 | CQA-7-85-5-(FL)}-160-(M)-(F)}(O) 700 | 476 | 156" | © | 133 | 120 | 104 | 120 | 83 | 120
18 | CQA-7-85-5-(FL)-180-(M)-(F)}-(O) 700 | 448 | 156" |CGrowB[ 175 | 120 9 120 | 72 | 120
.20 | CQA-7-85-5-(FL}-200-(M)-(F)-(O) | . 700 | 420 | .156¢" | #'Rise)] 91 | . 120 | .77.1.020 | 61 | 120 |
20 | CQA-8-85-6-(FL)-200-(M)-(F)(O) 8.00 | 520 | 188" | Span| g 120 | 141720 1137 120
_25 | conssserasomrol | 800 | 430 [ s oo 134 [ 120 [T103 [T120 8 17120 ]
25 | "CQA-8-85-8-(FL)-250-(M)-(F)-(O) 800 | 450 | 250" 19 120 | 148 20 118 120

@ Replace (FL) with Flute Layout Code, (M) with Fixture Mounting Method Code, (F) with Finish Code, and (O) with Options Code.

EPA calculations allow for 1.3 Wind Gust Factor. Satisfactory performance of lighting standard is dependent upon the pole(s) being properly attached to a supporting
foundation of adequate design. Valmont Industries does not design or offer recommendations for foundations.

© The calculated values indicated apply to Pole Top Series: Group A: ST1, MAT, MA2, PA1, PA2, CH1, CH2, VS1 with a maximum of 4’ rise and 3’ span.

Group B: ST3, VS2 with a maximum of 4’ rise and 6 span.

© Pole Top Assembly weight and EPA must be added to luminaire(s) load data to determine appropriate pole size. Group A calculations include load at 4’ above Pole Top
and 3’ exentrique to the pole. Group B calculations include load at 4’ above Pole Top and 8" exentrique to the pole.
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