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1-1/2" DIA. WIRE
ACCESS HOLE

ALUMINUM
COLLAR

A

C

D
E

8’ TO 20’ ROUND STRAIGHT
TRIANGULAR ANCHOR BASE POLES

* EPA calculations are based on a 1.3 Gust Factor. Variations from sizes listed above, available upon inquiry at the factory. Satisfactory performance of lighting poles is dependent upon the pole 
being properly attached to a supporting foundation of adequate design. Valmont does not design or offer recommendations for foundations.

** Model number does not include mounting options or finish designation.

A L U M I N U M

DIMENSIONAL AND LOAD DATA
TYPICAL WEIGHT AND ALLOWABLE SIZE OF LUMINAIRES* DIMENSIONS OF POLES
NOMINAL TYPICAL EFFECTIVE PROJECTED AREA IN SQUARE FEET AT:

MOUNTING LUMINAIRE 70 80 90 100 110 POLE OUTSIDE WALL MODEL
HEIGHT WEIGHT (LBS.) MPH MPH MPH MPH MPH HEIGHT DIAMETER NUMBER**

8’ 75 7.8 5.8 4.3 3.3 2.6 8’ 3’ .125” 0800 - 30304S3
8’ 75 15.1 11.2 8.6 6.8 5.5 8’ 4’ .125” 0800 - 40404S3

10’ 75 5.6 4.0 2.9 2.1 1.5 10’ 3’ .125” 1000 - 30304S3
10’ 75 11.2 8.2 6.1 4.7 3.8 10’ 4’ .125” 1000 - 40404S3
10’ 150 18.2 13.6 10.6 8.5 6.9 10’ 5’ .125” 1000 - 50504S3
12’ 75 4.0 2.7 1.8 1.2 0.7 12’ 3’ .125” 1200 - 30304S3
12’ 150 8.1 5.8 4.2 3.1 2.4 12’ 4’ .125” 1200 - 40404S3
12’ 150 14.1 10.3 8.0 6.3 5.1 12’ 5’ .125” 1200 - 50504S3
12’ 150 17.9 13.2 10.3 8.2 6.7 12’ 5’ .156” 1200 - 50505S3
12’ 150 21.7 16.2 12.6 10.1 8.2 12’ 5’ .188” 1200 - 50506S3
14’ 75 2.8 1.7 1.0 — — 14’ 3’ .125” 1400 - 30304S3
14’ 150 6.1 4.1 2.8 1.9 1.5 14’ 4’ .125” 1400 - 40404S3
14’ 150 11.0 7.9 6.0 4.7 3.8 14’ 5’ .125” 1400 - 50504S3
14’ 150 14.2 10.3 8.0 6.3 5.1 14’ 5’ .156” 1400 - 50505S3
14’ 150 17.4 12.8 9.9 7.9 6.4 14’ 5’ .188” 1400 - 50506S3
16’ 150 4.4 2.8 1.6 1.0 0.7 16’ 4’ .125” 1600 - 40404S3
16’ 150 8.5 5.9 4.4 3.4 2.7 16’ 5’ .125” 1600 - 50504S3
16’ 150 11.3 8.0 6.1 4.8 3.8 16’ 5’ .156” 1600 - 50505S3
16’ 150 14.1 10.1 7.8 6.1 4.9 16’ 5’ .188” 1600 - 50506S3
18’ 150 6.5 4.3 3.1 2.4 1.8 18’ 5’ .125” 1800 - 50504S3
18’ 150 8.9 6.1 4.6 3.5 2.8 18’ 5’ .156” 1800 - 50505S3
18’ 150 11.3 8.0 6.1 4.7 3.8 18’ 5’ .188” 1800 - 50506S3
20’ 150 4.8 2.9 2.0 1.4 1.0 20’ 5’ .125” 2000 - 50504S3
20’ 150 7.0 4.6 3.3 2.5 1.9 20’ 5’ .156” 2000 - 50505S3
20’ 150 9.1 6.2 4.6 3.5 2.8 20’ 5’ .188” 2000 - 50506S3

ANCHOR BASE AND BOLT DETAIL
DIMENSIONS 

OF SPUN COLLAR

B
BOLT CIRCLE

5-1/2” -7-1/16”  
6-5/16” -7-3/8”

7-3/8” -8-1/2”

C
BOLT PROJECTION

3-1/4” 
3 -1/4”
3 -1/4”

D
MINIMUM BOLT SIZE

3/4” x 17”  
3/4” x 17”
3/4” x 17”

E
CONDUIT OPENING

2-3/4” 
3-3/4”
4-1/2”

OUTSIDE
DIAMETER

9-1/4”  
9-1/4”

10-1/2”

A
POLE DIAMETER

3” 
4”
5”

HEIGHT

5-1/2” 
5-1/2”
5-1/2”
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